NESSA

INNOVATIVE SURFACES

TECHNICAL SPECIFICATION

PRODUCT: 600X1200 MM CERAMIC GLAZED VITRIFIED TILES

Design Name: AS BADNOR IVORY - ANTI SLIP MATT

NORM - ISSO

METHOD OF standard Factory's specification

Technical
Characteristics

TEST DIS - 13006 Value

Deviation of average size ) 0
from working size 10545-2 + 0,60 +0.03% / 0.00% %o
Deviation of average size
from the average of 10 10545-2 + 0,50 +0.01% / -0.00% %
samples
Thickness (8.50mm) 10545-2 + 0.50 +0.74% / -0.00% %
Straightness of sides
60MM 10545-2 + 0,50 10.02%/-0.03% | %
Straightness of sides ! ) )
120MM
Rectangularity 10545-2 + 0,60 +0.03% / -0.04% %
Centre curvature, related
to diagonal calculated 10545-2 + 0,50 +0.03% / -0.00% %
from the work sizes
Edge curvature, related to
the smallest size of the 10545-2 + 0,50 +0.04% / -0.00% %
tile
Edge curvature, related to ) oL /.0 NNO 0
the biggest size of the tile 10545-2 + 0,50 +0.04% / -0.00% %o
Surface quality 10545-2 >=95 96% %

1 0,
Water absorption % by 10545-3 <=0,5 0.05% %
weight
Modulus of rupture 10545-4 >= 35 60.71 N/mm?2
Breaking Strength 10545-4 >= 1300 3540.81 N
Resistance to staining 10545-14 Min. Class 3 Class 5 -

DYNAMIC COEFFICIENT OF FRICTION (DECOF) ~0.35 - 0.42
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